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(0) PAEWON CABLE CO.,LTD.

UL Style No. 1007

HIY A MM (PVC Insulated wire)
HSe 8 Application
o M7|, HX} 71719] LIE HiME o Internal wiring of electrical and
electronic equipment,
=0 SO HiEe| S8 Characteristics of Product
(Conductor) (Insulation) e 70|12 &A : (UL) 300V 80C e Cable raing  : (UL) 300V 80°C
— (CSA) 300V 90°C (CSA) 300V 90°C
P ¢ M7 : UL Subject 758 + Standard : UL Subject 758
CSA C22.2 CSA C22.2
o LHAM (UL vw=1 o Flame retardant : (UL) VW—1
(CsA) FT1 (CSA) FT1
‘ HEXH Unit length
| ¢ 610m, 305m ¢ 610m, 305m

o1& (Marking)

DAEWON E331577 SAX° AWM 1007 80°C 300V VW—1 E331577 -AX’ AWM | A 80°C 300V FT1 **AWG RoHS

&3 (Conductor) A7 (Insulation) =M | EARAKE LHTet
Max.conductor | Min.insulation Dielectric x5
T4 2 S| oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (@/km) (MQ/km) (V/1min)
30 7/0.102 0.31 0.42 1.14 381.0 10 2000 2000(610)
28 7/0.127 0.38 0.42 1.21 239.0 10 2000 2000(610)
26 7/0.160 0.48 0.42 1.32 150.0 10 2000 2000(610)
24 11/0.160 0.61 0.42 1.45 94.2 10 2000 2000(610)
22 17/0.160 0.76 0.42 1.60 594 10 2000 2000(610)
20 26/0.160 0.95 0.42 1.78 36.7 10 2000 2000(610)
18 41/0.160 117 0.42 2.04 23.2 10 2000 2000(610)
16 26/0.254 1.49 0.42 2.38 14.6 10 2000 2000(610)

% Construction of conductor may be change by purchaser's requirement
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UL Style No. 1015

R

HZel 8=
o T71, TRt 71719] LR HHHE

Aol S

o Aol F4 :

=yl
(Conductor)

AR
(Insulation) (UL) 600V 105°C

(CSA) 600V 105

‘ o XMEHZ UL Subject 758
CSA C22.2
o LISIA : (UL) VW-1
(CSA) FT1
HEXE
‘g ©610m, 305m

o1& (Marking)

(0) PAEWON CABLE CO.,LTD.

HM(PVC Insulated wire)

Application

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 600V 105°C
(CSA) 600V 105C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

© 610m, 305m

DAEWON E331577 SAX° AWM 1015 105°C 600V VW—1 E331577 -SAX’ AWM | A 105°C 600V FT1 **AWG RoHS

&3 (Conductor) A (Insulation) =M | EARAXE LHHe
Max.conductor | Min.insulation Dielectric Xzt
T4 2A M| oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC
(No./mm) (mm) (mm) (mm) (Q/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.83 2.1 150.00 15 2000 2000(610)
24 11/0.160 0.61 0.83 2.23 94.20 15 2000 2000(610)
22 17/0.160 0.76 0.83 2.40 59.40 15 2000 2000(610)
20 26/0.160 0.95 0.83 2.60 36.70 15 2000 2000(610)
18 41/0.160 117 0.83 2.80 23.20 15 2000 2000(610)
16 26/0.254 1.49 0.83 8L 14.60 15 2000 2000(610)
14 41/0.254 1.88 0.83 3.52 8.96 15 2000 2000(610)
12 65/0.254 2.36 0.83 410 5.64 15 2000 2000(610)
10 66/0.320 3.00 0.83 494 8155 15 2000 2000(610)

% Construction of conductor may be change by purchaser's requirement
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 1061

HIY A MM (PVC Insulated wire)

HEe 8x Application
o M7|, HX} 71719] LIE HiME o Internal wiring of electrical and
o 52 B0 A%T|7| LIEHM electronic equipment,
o Wiring of small equipment when space
=X A is a problem,
(Conductor) (Insulation) o
o HSe EY Characteristics of Product
‘ o 70| FA : (UL) 300V 80°C e Cable rating  : (UL) 300V 80°C
(CSA) 300V 90C (CSA) 300V 90C
e X242 : UL Subject 758 e Standard : UL Subject 758
CSA C22.2 CSA C22.2
o LHIM :(UL) vw=1 o Flame retardant : (UL) VW—1
‘ (CsA) FT1 (CSA) FT1
BEEZH Unit length
©610m

o1& (Marking)

DAEWON E331577 SAX° AWM 1061 80°C 300V VW—1 E331577 -AX" AWM | A 80°C 300V FT1 **AWG RoHS

&3 (Conductor) A7 (Insulation) =M | EARAKE LHTet
Max.conductor =z

Min.insulation Dielectric

74 213 = 213 resistance at | resistance strength Unit length
Construction | Diameter | Thickness | Diameter 20C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (@/km) (MQ/km) (V/1min)

30 7/0.102 0.31 0.26 0.83 381.0 10 2000 2000(610)
28 7/0.127 0.38 0.26 0.90 239.0 10 2000 2000(610)
26 7/0.160 0.48 0.26 1.00 150.0 10 2000 2000(610)
24 11/0.160 0.61 0.26 1.10 94.2 10 2000 2000(610)
22 17/0.160 0.76 0.26 1.28 59.4 10 2000 2000(610)
20 26/0.160 0.95 0.26 1.50 36.7 10 2000 2000(610)
18 41/0.160 117 0.26 1.80 23.2 10 2000 2000(610)
16 26/0.254 1.49 0.26 2.10 14.6 10 2000 2000(610)

% Construction of conductor may be change by purchaser's requirement

6 | www.daewoncable.co.kr



UL Style No. 1283, 1284

HI'

HZel 8=
o T71, TRt 71719] LR HHHE

Aol S

o Fl0|2 HAH

=2 o™

=yl HAA|
(Conductor) (Insulation) : (UL) 600V 105C

(CSA) 600V 105
: UL Subject 758
CSA C22.2
: (UL) VW-1
(csA) FT1

5
0
ey
N

o1& (Marking)

(0) PAEWON CABLE CO.,LTD.

A MM (PVC Insulated wire)

Application

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 600V 105°C
(CSA) 600V 105C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

® 153m, 305m

DAEWON E331577 SAN* AWM 1283(1284) 105°C 600V VW-1 E331577 SAX" AWM | A 105°C 600V FT1 *AWG RoHS

Z|cH = x|x
Max.conductor

HAH| (Insulation)

UL
Style

27 74 °lg =0l o4 resistance at
AWG Constructlon Diameter | Thickness | Diameter 20C

(No./mm) (mm) (mm) (mm) (Q/km)

8 7/24/0.254 4.31 1.64 7.59 2.23

6 7/38/0.254 5.45 1.64 8.73 1.40

1283 4 7/60/0.254 6.81 1.64 10.09 0.88
2 19/35/0.254 8.67 1.64 11.95 0.55

1 19/44/0.254 972 2.30 14.32 0.44

1/0  19/55/0.254 10.87 2.30 15.47 0.35

1284 2/0 19/70/0.254 12.26 2.30 16.86 0.28
3/0 19/88/0.254  13.75 2.30 18.35 0.22

4/0 37/57/0.254 15.40 2.35 20.10 017

% Construction of conductor may be change by purchaser's requirement

Z|AHAR S LiFet
Min.insulation | Dielectric =zt
resistance strength Unit length
15.6C AC ft(m)
(MQ/km) (V/1min)
15 2000 1000(305)
15 2000 1000(305)
15 2000 1000(305)
15 2000 1000(305)
10 2500 500(153)
10 2500 500(153)
10 2500 500(153)
10 2500 500(153)
10 2500 500(153)
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 1330

=

(Conductor)

A

(Insul

ation)

HZel 8=

H== ZEH

o T71, TRt 71719] LR HHHE

Aol S

7ol F

: (UL) 600V 200°C

(Teflon(FEP)

Application

Insulated wire)

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

o Cable rating

: (UL) 600V 200°C

o (CSA) 600V 200°C (CSA) 600V 200°C
| ¢ M3 : UL Subject 758 * Standard UL Subject 758
I CSA C22.2 CSA C22.2
o LHAM (UL vw=1 o Flame retardant : (UL) VW—1
(CSA) FT1 (CSA) FT4
BEEZH Unit length
\ * 305m *305m

o12§ (Marking)

DAEWON E331577 SAX® AWM 1330 200°C 600V VW-1 E331577 -SAX" AWM | A 200°C 600V FT1 **AWG RoHS

&3 (Conductor) A7 (Insulation) =M | EARAKE LA
Max.conductor | Min.insulation Dielectric S
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (@/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.54 1.56 150 1000 2000 1000(305)
24 7/0.203 0.61 0.54 1.69 94.2 1000 2000 1000(305)
22 7/0.254 0.76 0.54 1.84 59.4 1000 2000 1000(305)
20 26/0.160 0.96 0.54 2.04 36.7 1000 2000 1000(305)
18 41/0.160 117 0.54 2.36 23.2 1000 2000 1000(305)
16 26/0.254 1.49 0.54 2.52 14.6 1000 2000 1000(305)

% Construction of conductor may be change by purchaser's requirement

8 | www.daewoncable.co.kr



UL Style No. 1331

H== ZEH

HZEel 8=
o M7], T} 71712 LIS HiME
=) ot Hisel S8
(Conductor) (Insulation) o 70|12 HA : (UL) 600V 150°C
(CSA) 600V 150°C
f ¢ X8FA  : UL Subject 758
o LN s (UL) VW1
(CSA) FT1
BEEXE
© 305m

o124 (Marking)

XM

[ I

(0) PAEWON CABLE CO.,LTD.

(Teflon(FEP) Insulated wire)

Application

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 600V 150°C
(CsA) 600V 150°C

o Standard : UL Subject 758

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

©305m

DAEWON E331577 SAX° AWM 1331 150°C 600V VW-1 E331577 SAX" AWM | A 150°C 600V FT1 **AWG RoHS

&3 (Conductor) A (Insulation) =M | EARAXE LHZ2
Max.conductor | Min.insulation Dielectric S
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (Q/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.54 1.56 150 1000 2000 1000(305)
24 7/0.203 0.61 0.54 1.69 94.2 1000 2000 1000(305)
22 7/0.254 0.76 0.54 1.84 59.4 1000 2000 1000(305)
20 26/0.160 0.96 0.54 2.04 36.7 1000 2000 1000(305)
18 41/0.160 117 0.54 2.36 23.2 1000 2000 1000(305)
16 26/0.254 1.49 0.54 252 14.6 1000 2000 1000(305)

x Construction of conductor may be change by purchaser's requirement

www.daewoncable.co.kr | 9



(0) PAEWON CABLE CO.,LTD.

UL Style No. 1332

=

(Conductor)

o

A

(Insul

ation)

HZel 8=

H== ZEH

o T71, TRt 71719] LR HHHE

M=l £4

o #HolE F4

: (UL) 300V 200C

(Teflon(FEP)

Application

Insulated wire)

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

o Cable rating

: (UL) 300V 200C

o (CSA) 300V 200°C (CSA) 300V 200°C
Wl X277 : UL Subject 758 eStendard  : UL Subject 758
I CSA C22.2 CSA C222
o LHAM (UL vw=1 o Flame retardant : (UL) VW—1
(CSA) FT1 (CSA) FT1
BEEZH Unit length
\ *610m *610m

o12§ (Marking)

DAEWON E331577 SAX® AWM 1332 200°C 300V VW—1 E331577 -SAX’ AWM | A 200°C 300V FT1 **AWG RoHS

&3 (Conductor) A7 (Insulation) =N | EHAHAKE LHFe
Max.conductor | Min.insulation Dielectric S
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (@/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.35 1.18 150 1000 2000 2000(610)
24 7/0.203 0.61 0.35 1.31 94.2 1000 2000 2000(610)
22 7/0.254 0.76 0.35 1.46 59.4 1000 2000 2000(610)
20 26/0.160 0.96 0.35 1.66 36.7 1000 2000 2000(610)
18 41/0.160 117 0.35 1.98 23.2 1000 2000 2000(610)
16 26/0.254 1.49 0.35 214 14.6 1000 2000 2000(610)

% Construction of conductor may be change by purchaser's requirement

10 | www.daewoncable.co.kr



(0) PAEWON CABLE CO.,LTD.

UL Style No. 1333

Hl=Z2 XA MM (Teflon(FEP) Insulated wire)

HEe 8= Application
o M7|, HX} 7|719] LI HiME o Internal wiring of electrical and
electronic equipment.

=0 HOiF| HiEe| S8 Characteristics of Product
(Conductor) (Insulation) o A0 ™A : (UL) 300V 150C e Cable rating  : (UL) 300V 150°C
- (CSA) 300V 150°C (CSA) 300V 150°C
wnd + X877 UL Subject 758 eStandard UL Subject 758

CSA C22.2 CSA C22.2

\ o LHM :(UL) vw—1 o Flame retardant : (UL) VW—1
(CSA) FT1 (CSA) FT1

BEZE Unit length
\ *305m *305m

o124 (Marking)

DAEWON E331577 SAX° AWM 1333 150°C 300V VW-1 E331577 -SAX’ AWM | A 150°C 300V FT1 **AWG RoHS

=x (COHdUCtOI’) HAH| (Insulation) E|CHERx2E E| AR S LiZiet
XX}
o

Max.conductor | Min.insulation Dielectric
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (Q/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.35 118 150 1000 2000 1000(305)
24 7/0.203 0.61 0.35 1.31 94.2 1000 2000 1000(305)
22 7/0.254 0.76 0.35 1.46 59.4 1000 2000 1000(305)
20 26/0.160 0.96 0.35 1.66 36.7 1000 2000 1000(305)
18 41/0.160 1.17 0.35 1.98 23.2 1000 2000 1000(305)
16 26/0.254 1.49 0.35 214 14.6 1000 2000 1000(305)

x Construction of conductor may be change by purchaser's requirement
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 1430

ZAF HH MM (Irradiated (XLPVC) Insulated wire)

HEe 8x Application
o M7|, HX} 71719] LIE HiME o Internal wiring of electrical and
electronic equipment.
=0 Holx HiEe| S8 Characteristics of Product
(Conductor) (Insulation) o 70|12 FA : (UL) 300V 105°C e Cable rating  : (UL) 300V 105°C
o (CSA) 300V 105 (CSA) 300V 1051
Wl X277 : UL Subject 758 eStendard  : UL Subject 758
CSA C22.2 CSA C22.2
T o LHAM (UL vw=1 o Flame retardant : (UL) VW—1
(CsA) FT1 (CSA) FT1
BEEZH Unit length
\ * 305m, 610m * 305m, 610m

o12§ (Marking)

DAEWON E331577 SAXN® AWM 1430 105°C 300V VW-1 E331577 -AX" AWM | A 105°C 300V FT1 **AWG RoHS

=3 (Conductor) A (Insulation) |t = HIx 2 EAZAXNY LHEAES
Max.conductor | Min.insulation Dielectric Xzt

T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter | Thickness | Diameter 20C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (@/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.42 1.32 150 15 2000 2000(610)
24 7/0.203 0.61 0.42 1.45 94.2 15 2000 2000(610)
22 7/0.254 0.76 0.42 1.60 59.4 15 2000 2000(610)
20 26/0.160 0.96 0.42 1.78 36.7 15 2000 2000(610)
18 41/0.160 117 0.42 2.02 23.2 15 2000 1000(305)
16 26/0.254 1.49 0.42 2.33 14.6 15 2000 1000(305)

% Construction of conductor may be change by purchaser's requirement
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UL Style No. 1431

HZel 8=
o T71, TRt 71719] LR HHHE

Aol S

o Aol F4 :

=yl
(Conductor)

AR
(Insulation) (UL) 600V 105°C

(CSA) 600V 105
: UL Subject 758
CSA C22.2
: (UL) VW-1
(csA) FT1

o124 (Marking)

(0) PAEWON CABLE CO.,LTD.

HM (Irradiated (XLPVC) Insulated wire)

Application

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 600V 105°C
(CsA) 600V 105°C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length
© 305m, 610mm

DAEWON E331577 SAX° AWM 1431 105°C 600V VW—1 E331577 -SAX" AWM | A 105°C 600V FT1 **AWG RoHS

&3 (Conductor) A (Insulation) =R | EHARAK LHEe
Max.conductor | Min.insulation Dielectric S
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (Q/km) (MQ/km) (V/1min)
26 7/0.160 0.48 0.81 2.10 150 15 2000 2000(610)
24 7/0.203 0.61 0.81 2.23 94.2 15 2000 2000(610)
22 7/0.254 0.76 0.81 2.38 59.4 15 2000 2000(610)
20 26/0.160 0.96 0.81 2.56 36.7 15 2000 2000(610)
18 41/0.160 117 0.81 2.80 23.2 15 2000 1000(305)
16 26/0.254 1.49 0.81 3.11 14.6 15 2000 1000(305)

x Construction of conductor may be change by purchaser's requirement
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 1533

H|Y! &A XH #|0|& (PVC in Sulated Braid Shielded Cable)

[

HZel 8=

"4
o

N

%
,
osns?

TABEZE =R ]
(Braid shield)  (Conductor) HiEel £
o H0IE ¥A
o|=x FSisabyll
(Sheath) I (Insulation) o MEHA
o Loty
BEZY
A\,
W *610m
b
:
3
Z

o T7|, FXL 71719) LHR B
o Xt 7|s9| #HolE

: (UL) 300V 80C

(CSA) 300V 80C

: UL Subject 758
CSA C22.2
:(UL) Vw1
(CcsA) FT1

Application

o Internal wiring of electrical and
electronic equipment.

o Shielded Cable.

Characteristics of Product

e Cable rating  : (UL) 300V 80°C
(CSA) 300V 80°C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

¢ 610m

o112 (Marking)

DAEWON E331577 SAX° AWM 1533 80°C 300V VW—1 E331577 -AX" AWM | A 80°C 300V FT1 **AWG RoHS

x| (Conductor) HAF| (Insulation)

74 213 =0 213
Construction | Diameter Thickness Diameter

(No./mm) (mm) (mm) (mm)

30 7/0.102 0.31 0.26 0.83
28 7/0.127 0.38 0.26 0.90
26 7/0.160 0.48 0.26 1.00
24 11/0.160 0.61 0.26 1.10
22 17/0.160 0.76 0.26 1.28
20 26/0.160 0.95 0.26 1.50
18 41/0.160 117 0.26 1.80
16 26/0.254 1.49 0.26 2.10

% Construction of conductor may be change by purchaser's requirement

14 | www.daewoncable.co.kr

Z|cH = R|x S
Max.conductor
resistance at
20°C
(Q/km)
381.0
239.0
150.0
942
59.4
36.7
23.2

14.6

F|AAX S Lyxet
Min.insulation Dielectric X&
resistance strength Unit length
15.6C AC ft(m)
(MQ/km) (V/1min)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)
15 2000 2000(610)



UL Style No. 1569

R

HZel 8=
o T71, TRt 71719] LR HHHE

o

=yl
(Conductor)

HSe EY

o 70|12 &7 : (UL) 300V 105C
(CsA) 300V 105C

: UL Subject 758
CSA C22.2

: (UL) VW-1
(CSA) FT1

A
(Insulation)

o124 (Marking)

(0) PAEWON CABLE CO.,LTD.

HM(PVC Insulated wire)

Application

o Internal wiring of electrical and
electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 300V 105°C
(CsA) 300V 105°C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

© 305m, 610mm

DAEWON E331577 SAX° AWM 1569 105°C 300V VW-1 E331577 -AX" AWM | A 105°C 300V FT1 **AWG RoHS

&3 (Conductor) A (Insulation) =M | EARAXE LHZ2
Max.conductor | Min.insulation Dielectric S
T4 APz =l oA resistance at resistance strength Unit length
Construction | Diameter Thickness Diameter 20°C 15.6°C AC ft(m)
(No./mm) (mm) (mm) (mm) (Q/km) (MQ/km) (V/1min)
30 7/0.102 0.31 0.42 1.14 381.0 15 2000 2000(610)
28 7/0.127 0.38 0.42 1.21 239.0 15 2000 2000(610)
26 7/0.160 0.48 0.42 1.32 150.0 15 2000 2000(610)
24 11/0.160 0.61 0.42 1.45 94.2 15 2000 2000(610)
22 17/0.160 0.76 0.42 1.60 594 15 2000 1000(305)
20 26/0.160 0.95 0.42 1.78 36.7 15 2000 1000(305)
18 41/0.160 117 0.42 2.04 23.2 15 2000 1000(305)
16 26/0.254 1.49 0.42 2.38 14.6 15 2000 1000(305)

% Construction of conductor may be change by purchaser's requirement

www.daewoncable.co.kr | 15



(0) PAEWON CABLE CO.,LTD.

UL Style No. 1571

o

HZel 8=

=yl
(Conductor)

AR i
(Insulation) H=e £d

o #HolE F4

Il 2%

o 2O|R 47| & FiH2t § At
Xt 71719] LHS B

: (UL) 30v 80C

(CsA) 30V 80C

: UL Subject 758

CSA C22.2

- (UL) VW=

(CsA) FTH

o12§ (Marking)

HM(PVC

Application

Insulated wire)

e Internal wiring of small—scale electronic
equipment such as radio receivers and

cameras.

Characteristics of Product

o Cable rating
o Standard

o Flame retardant :

Unit length
¢ 610m, 1220m

: (UL) 30v 80T

(CSA) 30V 80C

: UL Subject 758

CSA C22.2

(UL) vw—1
(CSA) FT1

DAEWON E331577 SAX® AWM 1571 80°C 30V VW-1 E331577 -SAX" AWM | A 80°C 30V FT1 **AWG RoHS

x| (Conductor) HAF| (Insulation)

=4 2A S| oA
Construction | Diameter Thickness Diameter

(No./mm) (mm) (mm) (mm)

30 7/0.102 0.31 0.25 0.81
28 7/0.127 0.38 0.25 0.88
26 7/0.160 0.48 0.25 0.98
24 11/0.160 0.61 0.25 1.11
22 17/0.160 0.76 0.35 1.46

% Construction of conductor may be change by purchaser's requirement
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2| = A xSt | AZHAK S L et
Max.conductor | Min.insulation Dielectric S
resistance at resistance strength Unit length
20C 15.6°C AC ft(m)
(Q/km) (MQ/km) (V/1min)
381.0 15 2000 4000(1220)
239.0 15 2000 4000(1220)
150.0 15 2000 4000(1220)
94.2 15 2000 2000(610)
59.4 15 2000 2000(610)



() PAEWON CABLE CO.,LTD.

UL Style No. 2095(—AMS)

ZHEE| #|0|2(Computer Cable) — Pair Type

HEe 8= Application
o M| MR 1719| M HMEE o A signal transmission of electronic
AHE AP I NS HER computer and electric equipment.
Fire alarm and signal transmission.
Zo| EM .
i — =3 HiZe| Ed o Characterlstlcs of Product o
(Sheath) | (Drain wire)  (Conductor) ¢ 70|12 &4 : (UL) 300V 80C eCable rating  : (UL) 300V 80°C
(CSA) 300V 80C (CSA) 300V 80C
AL/PS 2| e X277 : UL Subject 758 o Standard : UL Subject 758
Tape (Insulation) CSA C22.2 CSA C22.2
o LHAM (UL VW= o Flame retardant : (UL) VW—1
(CsA) FT1 (CsA) FT1
BEZE Unit length
© 300m © 300m
:
2
Z

o1& (Marking)

DAEWON E331577 SAX° AWM 2095(-AMS) 80°C 300V VW-1 **AWG x *PR RoHS

=3 (Conductor) HAF| (Insulation) || (Sheath)
24 =i 2/ o cA = 2/
Construction | Thickness Diameter Tape Drain wire Thickness Diameter
(mm) (mm) (mm) (mm) (mm)
1 18 1.02 A 0.4 1.8 0.8 5.8
2 18 1.02 A 0.4 1.8 1.2 8.6
AL/PS 22AWG
1 16 1.29 A 0.4 2.1 Tooe (17/0.16 TA) 1.0 6.3
2 16 1.29 A 0.4 2.1 1.3 97
163 A
1 14 (41/0.254 TA) 0.8 3.2 1.2 9.0

% Construction of conductor may be change by purchaser's requirement
% Option : Filler

www.daewoncable.co.kr | 17



() PAEWON CABLE CO.,LTD.

UL Style No. 2464

=X
(Conductor)

XM
(Drain wire)
HAA|
(Insulation)

2
(Braid shield)

PVC XE #|0|2 (PVC Jacketed Cable) — Core Type

HEe 8
o MR &[0 QI E= LR A
(MR A |, X7, X-rayEiH] S)

H=el £4

¢ 70|12 &4 : (UL) 300V 80C

(CsA) 300V 80C
o M2HZ UL Subject 758
CSA C22.2
o LIOIA : (UL) VW—1
(CsA) FTH
BERY
© 300m, 500m

OI2] (Marking)

Application

e Internal wiring of external
interconnection of electronic equipment.

Characteristics of Product

e Cable rating  : (UL) 300V 80°C
(CSA) 300V 80C

o Standard : UL Subject 758
CSA C22.2

o Flame retardant : (UL) VW-1
(CSA) FT1

Unit length

© 300m, 500m

1|25 (Sheath)

X x|M oz
2 9z =1 oz oM | Braid
Construction | Diameter | Thickness | Diameter WIS shield | Thickness | Diameter
(mm) (mm) (mm)

2 b

8 47
4 thez 49
6 AL/PS 24AWG HXE 56
8 24 11/0.160 0.61 0.26 114 Tape  (11/0.16 TA) 70% - 6.0
10 ’ 6.8
15 76
20 B 8.3
2 47
3 50
4 Bisz 5.3
6 AL/PS  24AWG HAS 6.1
8 24 17/0.160 0.76 0.26 1.28 Tape  (11/0.16 TA) 70% 055 65
10 ’ 74
15 8.3
20 B 9.1

% Construction of conductor may be change by purchaser's requirement
% Option : Filler
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() PAEWON CABLE CO.,LTD.

UL Style No. 2464

PVC XE2l #|0|2 (PVC Jacketed Cable) — Pair Type

HEe = Application
o TIXIA FH|Q| @IF E= LIE HAE o Internal wiring of external
(AFRE A |, EIR|7|, X—rayRiH| 5) interconnection of electronic equipment.
- Ed"‘“t - i , HEe EY Characteristics of Product
I e « 012 % : (UL) 300V 80°C « Cable rating ~: (UL) 300V 80°C
=5 ; (CSA) 300V 80C (CSA) 300V 80C
(Sheath) (Insulation) i _
e X242 : UL Subject 758 e Standard : UL Subject 758
ATL/ PS 6 ’fih J CSA C22.2 CSA C22.2
ape raid snie
P o LHAM (UL vw—1 o Flame retardant : (UL) VW—1
(CsA) FT1 (CSA) FT1
BEZE Unit length
© 300m, 500m © 300m, 500m

o1& (Marking)

DAEWON E331577 SAX° AWM 2464 80°C 300V VW-1 **AWG x *PR RoHS

&=3| (Conductor) HAH| (Insulation) I|=H| (Sheath)
i [ES mx

No. 4 | o | wH | o o | Braia | |

of pair Construction | Diameter | Thickness | Diameter shield |Thickness| Diameter

(mm) (mm) (mm) (mm)

2
3 )
4 0.85 6.3
6 AL/PS 24AWG HxE 6.9
8 24 11/0.160 0.61 0.26 114 Tope  (11/016 TA)  70% -8
10 1.00 9.9
15 1.8
20 e 12.8
2 0.82 48
3 6.5
4 0.85 6.8
6 AL/PS  24AWG ~ ®XEg 75
8 22 17/0.160 0.76 0.26 1.28 Tope (11016 TA)  70% 100 87
10 1.0
15 1.10 12.3
20 13.3

% Construction of conductor may be change by purchaser's requirement
% Option : Filler
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 2468

HA|
(Insulation)

HZel 8=
o T71, TRt 71719] LR HHHE

H=el £4

¢ 70|12 &4 : (UL) 300V 80C

(CsA) 300V 80C
o M2 12 UL Subject 758
CSA C22.2
o LIOIA :(UL) VW1
(CsA) FTH
BEXZ
©305m

oI (Marking)

Application

Flat cable

e Internal wiring of small—scale electronic

equipments.

Characteristics of Product

o Cable rating
¢ Standard

o Flame retardant :

Unit length
©305m

- (UL) 300V 80C

(CSA) 300V 80C

: UL Subject 758

CSA C22.2

(UL) vw—1
(CSA) FT1

DAEWON E331577 SAX° AWM 2468 80°C 300V VW-1 E331577 -SAX’ AWM | A 80°C 300V FT1 **AWGx *C RoHS

HAH| (Insu— 240 EHERIASH
lation) Finished Diameter

= (Conductor)

Construction

Type

2C
3C 28
4C
2C
3C 26
4C
2C
3C 24
4C
2C
3C 22
4C
2C
3C 20
4C

7/0.127

7/0.160

11/0.160

17/0.160

26/0.160

S|
Thickness | Minor Axis | Minor Axis

(mm)

0.42 1.22
0.42 1.32
0.42 1.45
0.42 1.60
0.42 1.79

% Construction of conductor may be change by purchaser's requirement
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2.64
4.06
5.48
2.84
4.36
5.88
3.10
4.75
6.40
3.40
5.20
7.00
3.78
5.77
7.76

Max.conductor

resistance at
20°C
(2/km)

239

150

94.2

59.4

36.7

F|AH™EAX S
Min.insulation
resistance
15.6°C
(MQ/km)

10

10

10

10

10



(0) PAEWON CABLE CO.,LTD.

UL Style No. 2569

Flat cable
HEe 8= Application
o 7|, HX} 7|719] LI HiME o Internal wiring of small—scale electronic
equipments.
mo| EM ok
AR =3 HEe EY Characteristics of Product
(Insulation) (Conductor) o 70|12 ™2 : (UL) 600V 1057 e Cable rating  : (UL) 600V 105°C
(CsA) 600V 105°C (CSA) 600V 105°C
e X2 : UL Subject 758 e Standard : UL Subject 758
i8éi CSA C22.2 CSA C22.2
/ o LHAM (UL VW= o Flame retardant : (UL) VW—1
(CsA) FT1 (CsA) FT1
HEEXZ Unit length
©305m ©305m

o1& (Marking)

DAEWON E331577 SAN® AWM 2569 105°C 600V VW—1 E331577 -SAX° AWM | A 105°C 600V FT1 **AWGx *C RoHS

lation) Finished Diameter Max.conductor | Min.insulation
Type =P oA =7 resistance at resistance
Construction | Diameter | Thickness | Minor Axis | Minor Axis 20C 15.6°C
(mm) (mm) (mm) (Q/km) (MQ/km)
2C 4.20
3C 28 7/0.127 0.38 0.81 2 6.40 237.3 10
4C 8.60
2C 4.40
3C 26 7/0.160 0.48 0.81 2.1 6.70 148.9 10
4C 9.00
2C 4.66
3C 24 11/0.160 0.61 0.81 2.23 7.09 93.3 10
4C 9.52
2C 4.96
8C 22 17/0.160 0.76 0.81 2.38 754 55.0 10
4C 10.12
2C 5.34
3C 20 26/0.160 0.95 0.81 2.57 8.1 34.6 10
4C 10.88

% Construction of conductor may be change by purchaser's requirement
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() PAEWON CABLE CO.,LTD.

UL Style No. 2789

4s & 7|0|E(Signal Cable)
HEe 8x Application
o AMEE FX} 717|9|, AEE Q| L o Internal wiring or computer,office
Mg electronic equipment.
Characteristics of Product
IT = . o
o=x | AL/PS = I1|32L=/g ) e Cable rating  : (UL) 30V 60 C
(Sheath) Tape (Conductor) o 7|0|Z &2 : (UL) 30V 60T (CSA) 30V 60C
(CSA) 30v 60C * Standard : UL Subject 758
Hx 2| e X232 : UL Subject 758 CSA C22.2
(Braid shield) : 3 (Insulation) CSA C22.2 « Flame retardant : (UL) VW—1
' o AN : (UL) VW-1 (CSA) FT1
| (CSA) FT1
Unit length
BEXEY *305m
©305m
N
%

:

2

Z

o124 (Marking)

DAEWON E331577 AN’ AWM 2789 60°C 30V VW-1 *YAWG x *C RoHS

L|=3| (Sheath)

ZOd
&3 (Conductor) = ._x.{l
Insulation
A £ il‘ﬁ" rﬂ}_ = £
T o7 Rk Tape |Braid shield | _ * Rars
Construction Di Diameter Thickness Diameter
iameter
(mm) (mm) (mm)
10C 0.85 6.15
13C 0.85 6.38
28 7/0.127 0.38 0.80 AL/PS tape HTXE 70%

25C 1.0 8.2
30C 110 104
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UL Style No. 2835

() PAEWON CABLE CO.,LTD.

rx
fol
r
op>
0p

#l0|E(Signal Cable)

HEe 8= Application
o LHE HHME0|L} ZHEE 2 FH e Internal wiring or external inter
71719 MEHEE connection for computer and peripheral
equipments.
- ) HiZe| Ed Characteristics of Product
O|=A| =X
(Sheath) (Conductor) o A0l ™A : (UL) 30V 60°C e Cable rating  : (UL) 30V 60°C
(CsA) 30V 60°C (CsA) 30v 60°C
AL/PS 2| e X277 : UL Subject 758 o Standard : UL Subject 758
Tape (Insulation) CSA C22.2 CSA C22.2
o LHAM (UL VW= o Flame retardant : (UL) VW—1
| (CsA) FT1 (CsA) FT1
BEZE Unit length
305m ©305m
N
E =
:
2
Z

o112 (Marking)

DAEWON E331577 SAX” AWM 2835 60°C 30V VW-1 **AWG x *C RoHS

&5 (Conductor) A (Insulation) 2| (Sheath) | EAZAMT LHEIet
pa Min.insulation | Dielectric
74 ol Tape resistance strength
Construction Diameter P 15.6C AC
(mm) (V/1min)
10C 0.85 6.7
12C 0.85 6.9
22 17016 076 025 126 At"/ S 15 500
150 oIS 1.02 80
20C 1.02 8.7

www.daewoncable.co.kr | 23



() PAEWON CABLE CO.,LTD.

UL Style No. 2919

MUAS HURE Aol (RS-422)

HEe 8x Application
o 7|, FXP17|9| M HEE ¢ A signal transmission of electronic
o FX}E ZAZE{Q} M7 |AR|O computer and electric equipment.
Class 2 3|2909| 9|8 HZ= o External interconnection in class 2 circuit
o VTR 7|29} Boiolr, Qr|Q, of electronic electronic equipment.
=5 R HIC|Q ZH|o] AZHE e Cord connecting VTR camera, viewfinder,
(Conductor) - (Drain wire) audio and video equipment,
=5 AR
el | (insulatior) HZEe| EY Characteristics of Product
ALPS i ox o 7012 HA : (UL) 30V 80C e Cable rating  : (UL) 30V 80C
Tape (Braid shield) (CSA) 30V 80 (CSA) 30V 80
e M2 UL Subject 758 o Standard UL Subject 758
CSA C22.2 CSA C22.2
o Y : (UL) VW1 e Flame retardant : (UL) VW-1
(CsA) FT1 (CSA) FT1
7 HEZXH Unit length
\
X7 2 *500m *500m

o1& (Marking)

I|&2x| (Sheath)

S i | o
Drain wire | Braid shield Tl dices || Bl ey
(mm) (mm)
2
0.85
3 7.8
4 11/0.160 8.4
24 or 0.61 0.4 1.4 AL/PS tape a 12/‘(1)%|\\éV?'A) HEE 70%
6 7/0.203 : 99
1.00
10 1.7
15 12.6
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() PAEWON CABLE CO.,LTD.

UL Style No. 2919

XU HEE HO|E (RS-485)

HESe 8

o 7|, FXP 17|19 M MEE

o Xt AREHQL M7 MR
Class 2 3|20t0| 2|2 HZL

Application

o A signal transmission of electronic
computer and electric equipment.

o External interconnection in class 2 circuit

o VTR 7}H2te} Bmiolr, Qr|Q, of electronic electronic equipment.
=X i H|C|2 AH|o| HZE * Cord connecting VTR camera, viewfinder,
(Conductor)  (Drain wire) audio and video equipment.
o= MR
ezl | (insulation) HEe 4 Characteristics of Product
AL/PS =ES o Al01E &2 : (UL) 30V 80°C eCablerating  : (UL) 30V 80°C
Tape 1 (Braid shielc) (CsA) 30v 80T (CsA) 30v 80T
e M2 Z UL Subject 758 o Standard : UL Subject 758
CSA C22.2 CSA C22.2
o R 2 (UL) VW= o Flame retardant : (UL) VW-1
(CsA) FT1 (CSA) FT1
N
BEXE Unit length
7 o
§é/1 \ © 500m © 500m

o124 (Marking)

|25 (Sheath)
XM

s =i 2|4
Drain wire

Braid shield Thickness | Diameter
(mm)

(mm)

2 11/0.160 85
24 or 061 0.55 174 AUPStape 12/?)A1\(’3V?.A) HXE 70%
3 7/0.203 : 9.2
1.00
4 99
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(0) PAEWON CABLE CO.,LTD.

UL Style No. 2969

ZAZE| #|0|2(Computer Cable)

H=e 8 Application
o LiE HiMEO0|LL MXF7|7|9) AlSE e Internal wiring or computer,office
electronic equipment.

HSe EY Characteristics of Product
e ) o 70I= = : (UL) 30V 80TC o Cable rating  : (UL) 30V 80C
II=A =H (CSA) 30V 807 (CSA) 30V 80TC
(Sheath) (Conductor) ] _
e X2 2 : UL Subject 758 e Standard : UL Subject 758
AL/PS et CSA C22.2 CSA C22.2
Tape [l (Insulation) o LIOIN : (UL) VW-1 e Flame retardant : (UL) VW—1
I (csA) FT1 (CsA) FT1
BEEZH Unit length
¢ 305m © 305m
.
:
g
©)
Z

o1& (Marking)

DAEWON E331577 SAX° AWM 2969 80°C 30V VW-1 **AWGx *C RoHS

£ (Conductor) HAH| (Insulation) n|=x| (Sheath) EAEANY LHZER
Min.insulation | Dielectric
Type

274 o 9l : | SH 2 resistance strength
Aw_é Construction | Diameter | Thickness| Diameter 2l2L) Thickness | Diameter 15.6°C AC
28

(mm) (mm) (mm) (MQ/km) (V/1min)
700127 038 1.42 4.4
°C 26  7/0160 048 045 152 At:/zs 13 46 15 500
24 7/0203 06 165 P 49
28 7/0127 038 1.42 46
3 26 7/0160 048 045 152 At;é ZS 13 48 15 500
24 7/0203 061 165 5.1
28 7/0127 038 1.42 5.0
4C 26 7/0160 048 045 152 At;{) F;S 13 52 15 500
24 7/0203 061 165 5.6
28 7/0127 038 1.42 5.4
5C 26  7/0160 048 045 152 At;{f;s 13 57 15 500
24 7/0203 06t 165 6.1

% Option : Shield
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() PAEWON CABLE CO.,LTD.

UL Style No. 20276

ZAZE| #|0|2(Computer Cable)

HEe = Application
o 7|, FXZ1719| LIS HiME ¢ A signal transmission of electronic
computer and electric equipment.

HiZe| Ed Characteristics of Product
s i e o 70|12 &A : (UL) 30V 80T e Cable rating  : (UL) 30V 80°C
oi=H | =X =AH (CSA) 30V 807 (CSA) 30V 80T
(Sheath) |(Conductor)  (Insulation) . )
e X242 : UL Subject 758 e Standard : UL Subject 758
. CSA C22.2 CSA C22.2
ATI;/DF;S (Braild_shield) o LHAM (UL vw—1 o Flame retardant : (UL) VW—1
| (CsA) FT1 (CSA) FT1
BEZE Unit length
©305m ©305m
N
NN
N A
g
:
2
Z

o124 (Marking)

DAEWON E331577 SAX° AWM 20276 80°C 30V VW-1 **AWGx *P RoHS

&= (Conductor) HAH| (Insulation) I|=ZH| (Sheath)
XHH|
Tape

T4 CIp:] = oA Braid shield =N 1A
Construction Diameter Thickness Diameter IS Thickness Diameter

(mm) (mm)

(mm) (mm) (mm) (mm)

10 0.81 6.5
28 7/0.127 0.38 0.14 0.66 AL/PS tape MZEZ 70%

15 71

20 0.90 7.8
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() PAEWON CABLE CO.,LTD.

UL Style No. 3239

Silicone Rubber insulated wire(SRW)

Lead Free Flexible high voltage wire

HEe 8= Application
o M7|, HX} 71719] LI HiME o Internal wiring of electrical and
electronic equipment.
= o] Hi=e £8 Characteristics of Product
(Conductor) (Insulation) o 7012 HA : (UL) 40kVDC 150°C o Cable rating : (UL) 40kvDC 150°C
Cee o M2HZ UL Subject 758 o Standard : UL Subject 758
n ‘ CSA AWM CSA AWM
o LHAM (UL vw—1 o Flame retardant : (UL) VW—1
(CsA) FT1 (CSA) FT1
BEEZH Unit length
© 300m, 500m © 300m, 500m

o1& (Marking)

DAEWON E331577 SAX® AWM 3239 150°C 40kVDC VW-1 ** AWG RoHS

&5 (Conductor) A (Insulation) E[d L= b s LiZef r
ESY

Max. Dielectric
T4 2l =H oA conductor strength Unit length
Construction Diameter Thickness Diameter resistance (DC) ft(m)
(No./mm) (mm) (mm) (mm) (20C) (kV/30min)
24 7/0.203 0.61 2.63 59 94.2
22 7/0.254 0.76 2.63 6.0 59.4
20 10/0.254 0.92 2.63 6.2 36.7
18 16/0.254 1.17 2.63 6.4 23.2 80 2000(610)
16 26/0.254 1.49 2.63 6.8 14.6
14 41/0.254 1.87 2.63 71 8.96
12 65/0.254 2.36 2.63 76 564

% Construction of conductor may be change by purchaser's requirement
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UL Style No. 3321

HA|
(Insulation)

(0) PAEWON CABLE CO.,LTD.

Irradiated cross—linked(PE) Insulated Wire

HZel 8=
o T71, TRt 71719] LR HHHE
o ZEf 3 7| 2=

HZe 4

¢ 70|12 A4 : (UL) 600V 150TC
(CSA) 600V 150C

o XMEHZ UL Subject 758

CSA AWM
o LISA s (UL) Vw1
(CcsA) FT1
EEXY
©305m, 610m

o1& (Marking)

Application

e Internal wiring of electrical and
electronic equipment.

o | ead wire of motor and transformer.

Characteristics of Product

e Cable rating  : (UL) 600V 150°C
(CSA) 600V 150°C

o Standard : UL Subject 758
CSA AWM

o Flame retardant : (UL) VW—1
(CSA) FT1

Unit length

© 305m, 610m

DAEWON E331577 SAX° AWM 3321 150°C 600V VW-1 E331577 -AX" AWM | A 150°C 600V FT1 ** AWG RoHS

&= (Conductor) HAH| (Insulation)

74
Construction

(No./mm)
24 11/0.160
22 17/0.160
20 26/0.160
18 41/0.16
16 26/0.254
14 41/0.254

12 65/0.254
10 66/0.320

o3

Diameter

(mm)
0.61
0.76
0.96
117
1.49
1.89
2.36
3.00

FH

Z|cH= x| xSt

Max.

oA conductor

Thickness Diameter resistance
(mm) (mm) (20°C)
2.2 94.2
2.3 59.4
25 36.7
2.8 23.2
3.1 14.6
85 8.96
3.9 5.64
4.6 855

0.8

% Construction of conductor may be change by purchaser's requirement

AROIRE

insulation
resistance

L2t
Dielectric
strength
(AC)

Min.

=3
Unit length

ft(m)
(15.6°C)

2000(610)

15 2000

1000(305)
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(©) PAEWON CABLE CO., LTD.

UL Style No. 3343

Irradiated cross—linked(PE) Insulated Wire

HEe 8 Application
o M7| MX17|719) LHE HiME o Internal wiring of appliances and
o TEf 2 BOHY| B|EA electronic equipments.
o | ead wire of motor and transformer,
=X AR
(Conductor) (Insulation) HEel EM Characteristics of Product
e o H0]2 FA 1 (UL) 600V 1257 o Cable rating  : (UL) 600V 125°C
It | (CSA) 600V 1251 (CSA) 600V 125
e ME2HZ UL Subject 758 e Standard : UL Subject 758
o LAY : (UL) Vw1 e Flame retardant : (UL) VW-1
(CsA) FT1 (CSA) FT1
| BE=Xz Unit length
© 305m, 610m © 305m, 610m

o1& (Marking)

DAEWON E331577 SAX° AWM 3343 125°C 600V VW—-1 E331577 -SAX’ AWM | A 125°C 600V FT1 ** AWG RoHS

=l (Conductor) HHH| (Insulation) FH=AAE | ZILABAME |y
Min. o =zt

Max. : .
T4 APz = 1Pz ) conductor insulation Dlterlect:;:: Unit length
Construction Diameter Thickness Diameter resistance | resistance | ° (ig’ ft(m)
(No./mm) (mm) (mm) (mm) (20) (15.6°C)

24 11/0.160 0.61 2.2 94.2
22 17/0.160 0.76 2.3 59.4

2000(610)
20 26/0.160 0.96 25 36.7
18 41/0.16 1.17 2.8 23.2

0.8 15 2000

16 26/0.254 1.49 3.1 14.6
14 41/0.254 1.89 815 8.96

1000(305)
12 65/0.254 2.36 3.9 5.64
10 66/0.320 3.00 4.6 8155

% Construction of conductor may be change by purchaser's requirement
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UL Style No. 3398

Irradiated cross—linked(PE) Insulated Wire

HEe 8x Application
o 7|, HX} 7|719] LI HiME o Internal wiring of electrical and
electronic equipment.
=5 ot H=e £8 Characteristics of Product
(Conductor) (Insulation) o 7l0|2 ™2 : (UL) 300V 150C e Cable rating  : (UL) 300V 150°C
— (CSA) 300V 150°C (CSA) 300V 150°C
T\ X877 : UL Subject 758 eStandard  : UL Subject 758
o LHAM (UL vw—1 o Flame retardant : (UL) VW—1
(CSA) FT1 (CSA) FT1

BEZTH Unit length

© 305m, 610m © 305m, 610m

o1& (Marking)

DAEWON E331577 SAX® AWM 3398 150°C 300V VW—1 E331577 -SAX° AWM | A 150°C 300V FT1 ** AWG RoHS

£ (Conductor) A (Insulation) -’:‘-|EH§"‘1|7‘1§’ .’?‘-I_éﬁﬁl'li* Lyziot
ax. in.

Dielectric

T4 24 SH oA conductor | insulation rength  UNit length
Construction Diameter Thickness Diameter resistance | resistance = r(eArE:g) ft(m)
(No./mm) (mm) (mm) (mm) (20c) (15.6°C)
28 7/0.127 0.38 1.18 239.0
26 7/0.160 0.48 1.28 150.0
24 11/0.160 0.61 1.41 94.2 2000(610)
22 17/0.160 0.76 0.4 1.56 59.4 15 2000
20 26/0.160 0.96 1.86 36.7
18 41/0.16 117 210 23.2
1000(305)
16 26/0.254 1.49 2.41 14.6

% Construction of conductor may be change by purchaser's requirement
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0.6/1kV XHHW/SIS

0.6/1kV XLPE HEH MM (XLPE Insulation wire) CLASS 5

HEe 8 Application
0 0.6/1kV 0[5t bt XM7| ZAH=0|Lt o |t is used mainly in wiring of electric
=5 otz 7171719 HiME apparatus and equipment under
(Conductor) (Insulation) 0.6/1kV grade.
H=el £d Characteristics of Product
o 70|= ™A : 0.6/1kV 90T e Cable rating : 0.6/1kV 90°C
e ME2HZ UL Subject 44, e Standard : UL Subject 44,
IEC 60228 IEC 60228
THSE  TAMEZ HENAM o Conductor Grade : Annealed tinned
(Class 5) copper (Class 5)
o o AN 2 (UL) VW=, VTFT o Flame retardant @ (UL) VW—1, VTFT
% BEXZ Unit length
% © 300m * 300m

o1& (Marking)

0.6/ 1kV (450/750kV) UL44 XHHW/ SIS **SQMM IEC60228 CLASS 5 DAEWON VW-1 VTFT.

=X XA FHl £ A™CIX|E o
Conductor Insulation Thickness oMz otz

Min.insulation| Dielectric

TM(Construction) HIZX|2 HZX|IE resistance | strength | 7HAFSEF
AT ET R Dci’at{neter 2H(mm) 157C AC | 2Hkg/km)
ok(mm) (MQ/km) | (V/5min)

1.5 30 0.26 1.58 0.76 0.69 3.4 13.70 910 3500 25
2.5 50 0.26 2.04 0.76 0.69 3.9 8.21 815 3500 40

4 56 0.31 2.59 0.76 0.69 4.4 5.09 685 3500 615

6 84 0.31 3.17 0.76 0.69 5.0 3.39 565 3500 75

10 80 0.41 473 114 1.02 7.3 1.95 650 3500 125
16 126 0.41 5.88 114 1.02 8.4 1.24 454 3500 180
25 196 0.41 7.32 114 1.02 9.9 0.795 445 3500 270
8S 276 0.41 8.72 114 1.02 11.3 0.565 370 3500 370
50 396 0.41 10.60 1.40 1.27 13.8 0.393 B85S 3500 585
70 360 0.51 12.53 1.40 1.27 15.7 0.277 320 3500 740
95 475 0.51 14.45 1.40 1.27 18.0 0.210 290 3500 960
120 608 0.51 16.30 1.65 1.47 20.0 0.164 280 3500 1230
150 756 0.51 18.25 1.65 1.47 219 0.132 255 3500 1510
185 925 0.51 20.23 1.65 1.47 23.9 0.108 225 3500 1830
240 1221 0.51 23.17 1.65 1.47 26.8 0.0817 205 3500 2395
300 1550 0.51 26.13 2.03 1.83 30.6 0.0654 220 3500 3060
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0.6/1kV XHHW/SIS

0.6/1kV XLPE EH XM (XLPE Insulation wire) CLASS 2

H=e 8 Application
0 0.6/1kV 0|5 bt XM7| ZAH=0|Lt o [t is used mainly in wiring of electric
=5 o1 7171719 HiME apparatus and equipment under
(Conductor) (Insulation) 0.6/1kV grade.

HiZe| Ed Characteristics of Product

o 70|= ™A : 0.6/1kV 90T e Cable rating : 0.6/1kV 90°C

e MEHZ UL Subject 44, e Standard : UL Subject 44,
IEC 60228 |[EC 60228

THSE  TAMEZ HENAM o Conductor Grade : Annealed tinned
(Class 2) copper (Class 2)

o AN (UL) VW=, VTFT o Flame retardant : (UL) VW-1, VTFT

BEEZXH Unit length

© 300m © 300m

|
[

i (Marking)

0.6/ 1kV (450/750kV) UL44 XHHW/ SIS **SQMM IEC60228 CLASS 2 DAEWON VW-1 VTFT.

Conductor Insulation Thickness [IPRES Min.insulation | Dielectric CIYSE-

Hp2XIE o I::)}:’E*IE fesistance | strength Zﬂﬂ%%’
Construction Di?meter (;r;) 2Hmm) (Mg /(Ii Y //;c_ ) 2Hka/km)
Okmm) m min

1.5 7/0.53 1.59 0.76 0.69 3.3 12.2 910 3500 25
2.5 7/0.67 2.01 0.76 0.69 3.8 7.56 815 3500 40

4 7/0.85 2.55 0.76 0.69 4.4 470 685 3500 515

6 7/1.04 3.12 0.76 0.69 4.9 3.11 565 3500 75

10 7/1.35 4.05 1.14 1.02 6.6 1.16 650 3500 120

16 7/1.70 5.10 1.14 1.02 7.7 0.734 454 3500 180
25 7/214 6.42 1.14 1.02 9.0 0.529 445 3500 275
35 7/2.52 7.56 114 1.02 10.1 0.391 370 3500 375
50 19/1.78 8.90 1.40 1.27 12.0 0.270 €58 3500 505
70 19/2.14 10.70 1.40 1.27 13.9 0.195 320 3500 710
95 19/2.52 12.60 1.40 1.27 15.8 0.154 290 3500 970
120 37/2.03 14.21 1.65 1.47 17.9 0.126 280 3500 1225
150 37/2.25 15.75 1.65 1.47 19.4 0.100 255 3500 1485
185 37/2.52 17.64 1.65 1.47 21.3 0.0762 225 3500 1845
240 61/2.25 20.25 1.65 1.47 23.9 0.0607 205 3500 2445
300 61/2.52 22.68 2.03 1.83 271 0.0475 220 3500 3090
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TSP | UL Style No. FPLR, FPL

Atk 3|0|2 (Fire Alarm Cable) — Core Type

HSe 8 Application
o AHIR olat=0| AMISE 2l EAl 7|7]2] e Power Limited Fire Alarm Cable and
Ms MEEC2 AMEEl= AfH #H0lZ Communications Cable for Riser
HNOiE As ME =Xo| 202 Applications,
Mg
o=s | ERA =5 i .
(Sheath) | (Orain wire)  (Conductor) HSe EY Characteristics of Product
o 70l &A : (UL) 300V 105C e Cable raing  : (UL) 300V 105°C
AL/PS o1 (CSA) 300V 105°C (CSA) 300V 105%C
Tape (Insulation) e XM277 UL Subject 1424, o Standard : UL Subject 1424,
o AN . (UL) FPLR, FPL o Flame retardant : (UL) FPLR, FPL
(CSA) FT4 (CSA) FT4
BEEZH Unit length
¢ 1000FT (305m) ¢ 1000FT (305m)
* 300m © 300m

NOAAHAVA

o1& (Marking)

DAEWON 2C x **AWG E464946 FPLR (UL) 105°C —— c(UL) 105°C FT-4 0000 TSP RoHS 0000M

&5 (Conductor) HAH| (Insulation) I|=H| (Sheath)
20i4 o A Tz = ol
71 . .
No. A-F\’.N_Cli Construction| Thickness Diameter Tape Drain wire Thickness E)A;gr?lreot);r
(mm) (mm) (mm)
2 18 1.02 A 0.4 1.8 0.9 5.6

22AWG (7/0.254 TA)

AL/PS
Tape

2 14 1.63 A 0.5 2.7 16AWG (26/0.254 TA) 1.0 8.4

2 16 1.29 A 0.4 2.1 0.9 6.2
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UL Style No. FPLR, FPL

A2 3|0|2 (Fire Alarm Cable) — Core Type

HESe 8 Application
o AHI2 QIBL=0| AMSR 2l EAl 717|Q] e Power Limited Fire Alarm Cable and
AS MEE0 2 A2El= HIXHHA0[E  Communications Cable for Riser
Applications.
=X NEe EM Characteristics of Product
(Conductor) o 7012 F2 : (UL) 300V 105 eCable rating  : (UL) 300V 105%C
(CsA) 300V 105C (CSA) 300V 105°C
= 2 ¢ X219 UL Subject 1424, « Standard UL Subject 1424,
(Sheath) (Insulation)
o AN . (UL) FPLR, FPL o Flame retardant : (UL) FPLR, FPL
(CSA) FT4 (CSA) FT4
BEXZE Unit length
¢ 1000FT (305m) ¢ 1000FT (305m)
¢ 300m © 300m
o)
>
2
©)
Z

o1& (Marking)

DAEWON 2C x **AWG E464946 FPLR (UL) 105°C ——— c(UL) 105°C FT-4 0000 TP RoHS 0000M

=5 (Conductor) HAF| (Insulation) || (Sheath)

z
= 9/ = o
Constructlon Thickness Diameter Thickness PP
) G i) i) Diameter
(mm)

2 18 1.02 A 0.4 1.8 0.7 51

2 16 1.29 A 0.4 21 0.8 59

2 14 1.63 A 0.5 2.7 1.0 76
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Fieldbus Foundation Cable

PE, PO / PVC / PVC Jacketed Cable

HiZel Ed Characteristics of Product
¢ 70|2 HA : 300V 105T e Cable rating : 300V 105°C
o M2HZ : |EC 61158-2, UL13 o Standard : IEC 611582, UL13
e 0 31.25 kKHzOl| A m|THA - e Characteristics impedance at 31.25 kHz
bl (Conducio] 100920 % 1 1000+20 %
FxIM L o= 39 kHzOllM Z|ci 22| : 3.0 dB/km  Maximum attenuation at 39 kHz :
(Drain wire) (Inner Sheath) o RpT{alol| ChEH Z|CH HITS &7 |22k 3.0 dB/km
o fifl il o1 ot 4 nF/km o Maximum capacitance : 4 nF/km
(Sheath) (Insulation) | (Armor) o Z|HEI2 M3t (XY : 24 Q/km o Maximum DC resistance (per conductor)
o S0 R0} RIGIAZE et 17 sk - 20 KM
o Lo1Ad 1 (UL) FT-4 o Maximum propagation delay : 1.7 us/km
‘ o Flame retardant : (UL) FT-4

o124 (Marking)

DAEWON FIELDBUS TYPE A *PR **AWG SHIELDED 105°C PLTC 300V OR ITC 300V FT-4 SUN RES

ZHl (Conductor) | HH| (Insulation) LS m|=EH| (Sheath) I|=H| (Sheath)
21T MR oA 2l
2 At HRE ey =

” Diameter Tape Drain wire Thickness Approx. Thickness Approx.
Diameter Diameter

(mm) (mm) (mm) (mm)

1 18 7/0.38 0.5 2.2 AL/PS 20AWG — — = 1.00 6.8

1 18  7/038 05 29 Tape  (7/030TA) (g5 59 0.80 1.40 1.2

* Construction of conductor may be change by purchaser's requirement
* Option : Armor
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CERTIFICATE OF COMPLIANCE

Certificate Number  20131017-E331577
Report Reference  E331577-20090911
Issue Date 2013-OCTOBER-17

Issuedto: DAE WON CABLE CO LTD

134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that COMPONENT - APPLIANCE WIRING MATERIAL

representative samples of  SINGLE-CONDUCTOR THERMOPLASTIC-INSULATED
WIRE, 1007, 1015, 1061, 1569, 1589

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 758, Appliance Wiring Material

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Recognized Component Mark should be considered as being
covered by UL's Recognition and Follow-Up Service.

The UL Recognized Component Mark generally consists of the manufacturer’s identification and
catalog number, model number or other product designation as specified under “Marking” for the
particular Recognition as published in the appropriate UL Directory. As a supplementary means of
identifying products that have been produced under UL’'s Component Recognition Program, UL'’s
Recognized Component Mark: 8, may be used in conjunction with the required Recognized Marks.
The Recognized Component Mark is required when specified in the UL Directory preceding the
recognitions or under “Markings” for the individual recognitions.

Recognized components are incomplete in certain constructional features or restricted in
performance capabilities and are intended for use as components of complete equipment submitted
for investigation rather than for direct separate installation in the field. The final acceptance of the
component is dependent upon its installation and use in complete equipment submitted to UL LLC.

Look for the UL Recognized Component Mark on the product.

o !
William R. Carney, Director, North American Certification Programs

uLLLc

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service ive at www.ul.

Page 1 of 1
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CERTIFICATE OF COMPLIANCE

Certificate Number  20130402-E331577
Report Reference  E331577-20090911
Issue Date  2013-APRIL-02

Issued to: DAE WON CABLE CO LTD

134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that COMPONENT - APPLIANCE WIRING MATERIAL

representative samples of  \JULTI-CONDUCTOR THERMOPLASTIC-INSULATED
WIRE — 2095, 2464, 2919, 20276

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 758 - Appliance Wiring Material

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Recognized Component Mark should be considered as being
covered by UL's Recognition and Follow-Up Service.

The UL Recognized Component Mark generally consists of the manufacturer’s identification and
catalog number, model number or other product designation as specified under “Marking” for the
particular Recognition as published in the appropriate UL Directory. As a supplementary means of
identifying products that have been produced under UL’'s Component Recognition Program, UL’s
Recognized Component Mark: ®), may be used in conjunction with the required Recognized Marks.
The Recognized Component Mark is required when specified in the UL Directory preceding the
recognitions or under “Markings” for the individual recognitions.

Recognized components are incomplete in certain constructional features or restricted in
performance capabilities and are intended for use as components of complete equipment submitted
for investigation rather than for direct separate installation in the field. The final acceptance of the
component is dependent upon its installation and use in complete equipment submitted to UL LLC.

Look for the UL Recognized Component Mark on the product.

by :
% J‘ ﬁ/) @
William R. Carney, Director, North American Certification Programs

uLLLc

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service ive at www.ul.

Page 1 of 1
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CERTIFICATE OF COMPLIANCE

Certificate Number  20130513-E331577
Report Reference = E331577-20130510
Issue Date  2013-MAY-13

issuedto: DAE WON CABLE CO LTD

134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that COMPONENT - APPLIANCE WIRING MATERIAL

representative samples of  SINGLE-CONDUCTOR THERMOSETTING-INSULATED WIRE-
3321, 3398, 3343

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 758-for Appliance Wiring Material

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Recognized Component Mark should be considered as being
covered by UL's Recognition and Follow-Up Service.

The UL Recognized Component Mark generally consists of the manufacturer’s identification and
catalog number, model number or other product designation as specified under “Marking” for the
particular Recognition as published in the appropriate UL Directory. As a supplementary means of
identifying products that have been produced under UL’'s Component Recognition Program, UL’s
Recognized Component Mark: ®, may be used in conjunction with the required Recognized Marks.
The Recognized Component Mark is required when specified in the UL Directory preceding the
recognitions or under “Markings” for the individual recognitions.

Recognized components are incomplete in certain constructional features or restricted in
performance capabilities and are intended for use as components of complete equipment submitted
for investigation rather than for direct separate installation in the field. The final acceptance of the
component is dependent upon its installation and use in complete equipment submitted to UL LLC.

Look for the UL Recognized Component Mark on the product.

5 )
M""” >
William R. Carney, Director, North American Certification Programs

uLLLc

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service ive at www.ul.

Page 1 of 1
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CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:
Additional Information:

20131018-E332809
E332809-20100507
2013-OCTOBER-18

DAE WON CABLE CO LTD

134-7 OCHU-RI
GODEOK-MYON
'YESAN-GUN CHUNGNAM-DO 340-934 KOREA

POWER-LIMITED CIRCUIT CABLE
Types CL3, PLTC (60°C - 105°C)

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard for Power Limited Circuit Cable, UL 13

See the UL Online Certifications Directory at
www.ul.comy for additi ir {

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:
Additional Information:

20131017-E306698
E306698-20060712
2013-OCTOBER-17

DAE WON CABLE CO LTD

134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

THERMOSET-INSULATED WIRE
Type RHW-2, rated 600 V.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Thermoset-Insulated Wires and Cables - UL 44

See the UL Online Certifications Directory at
www.ul.con for i i ion

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

(0) PAEWON CABLE CO.,LTD.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: ® with the
word “LISTED’; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

b 07 @

auastons,pesse

Page 1of 1

CERTIFICATE OF COMPLIANCE

Certificate Number ~ 20140206-E464809
Report Reference  E464809-20140205
Issue Date  2014-FEBRUARY-06

Issuedto:  DAE WON CABLE CO LTD
134-7 Ochu-Ri
Godeok-Myon
Yesan-Gun Chungnam-Do 340-934 KOREA

This is to certify that ~WIRE, SPECIAL PURPOSE
representative samples of  Cathodic Protection Cable

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 83, Thermoplastic-Insulated Wires and Cables
Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED'; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

b £y @

Page 1 of 1

The UL Listing Mark generaly includes the following elements: the symbol UL in a circle: @ with the
word “LISTED'; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

Page 1of 1

CERTIFICATE OF COMPLIANCE

Certificate Number ~ 20131017-E88999
Report Reference  E88999-20110527
Issue Date  2013-OCTOBER-17

Issued to: ~ DAE WON CABLE CO LTD
134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that  THERMOPLASTIC-INSULATED WIRE
representative samples of  Type THHW

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 83, Thermoplastic-Insulated Wires and Cables
Additional Information:  See the UL Online Certifications Directory at
www.ul.com for additi i {

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: ® with the
word “LISTED"; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) s indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.
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@ DAEWON CABLE CO., 1. T D .

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:
Additional Information:

20131017-E301928
E301928-20060614
2013-OCTOBER-17

DAE WON CABLE CO LTD

134-7 OCHU-RI

GODEOK-MYON

'YESAN-GUN CHUNGNAM-DO 340-934 KOREA

MEDIUM-VOLTAGE CABLE
Type MV-90 Cable, rated 5 to 35 kV

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard for Medium Voltage Power Cables (UL 1072)

See the UL Online Certifications Directory at
www.ul.com: for additi ir {

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

Listing and Follow-Up Service.

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20131031-E365103
E365103-20131031
2013-OCTOBER-31

DAE WON CABLE CO LTD

134-7 OCHU-RI

GODEOK-MYON

'YESAN-GUN CHUNGNAM-DO 340-934 KOREA

POWER AND CONTROL TRAY CABLE
USL - Type TC Power and Control Tray Cable

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard for Electrical Power and Control Tray Cables with
Optional Optical-Fiber Members , UL 1277

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: ® with the
word “LISTED’; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

um tly @

auestons,lesse

Page 1of 1

CERTIFICATE OF COMPLIANCE

Listing and Follow-Up Service.

The UL Listing Mark generaly includes the following elements: the symbol UL in a circle: @ with the
word “LISTED"; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

o l
a1

Page 1 0f 1

CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

20140214-E464946
E464946-20140214
2014-FEBRUARY-14

DAE WON CABLE CO LTD

Certificate Number
Report Reference
Issue Date

Issued to:

20130418-E336580
E336580-20100503
2013-APRIL-18

DAE WON CABLE CO LTD

134-7 Ochu-Ri
Godeok-Myon
Yesan-Gun Chungnam-Do 340-934 KOREA

This is to certify that  POWER-LIMITED FIRE ALARM CABLE
representative samples of  Types: FPLR, FPL (60°C to 105°C).

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 1424, Power Limited Fire-Alarm Circuits
Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED"; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

b £y @
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www.daewoncable.co.kr

134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that  OPTICAL FIBER CABLE
representative samples of  Type OFN and OFNR

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety:
Additional Information:

UL 1651, Optical Fiber Cable
See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED"; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.
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(0) PAEWON CABLE CO.,LTD.

CERTIFICATE OF COMPLIANCE

Certificate Number ~ 20131017-E240172
Report Reference  E240172-20040518
Issue Date  2013-OCTOBER-17

Issuedto:  DAE WON CABLE CO LTD
134-7 OCHU-RI
GODEOK-MYON
'YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that  SERVICE-ENTRANCE CABLE
representative samples of  Type USE-2

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 854, Standard for Service-Entrance Cable
Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: ® with the
word “LISTED’; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

b 07 @

auastons,pesse

Page 1of 1

CERTIFICATE OF COMPLIANCE

Certificate Number ~ 20130418- E352903
Report Reference  E352903-20120601
Issue Date  2013-April-18

Issuedto:  DAE WON CABLE COLTD,
134-7 OCHU-RI, GODEOK-MYON,
YESAN-GUN CHUNGNAM-DO 340-934 KOREA.

This is to certify that LOCAL AREA NETWORK CABLE VERIFIED FOR

representative samples of  TRANSMISSION PERFORMANCE IN ACCORDANCE

WITH NATIONAL OR INTERNATIONAL
SPECIFICATIONS.

Communications Cable, Type CMR Cable also Verified to

Category 6 and NEMA WC 66 Category 6.

Have been investigated by UL in accordance with the

Standard(s) indicated on this Certificate.

Standard(s) for Safety: ~ UL444- Data Transmission Cable Verified in Accordance

with National and International Specifications.
Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark should be considered as being covered by UL's
Listing and Follow-Up Service.

The UL Listing Mark generally includes the following elements: the symbol UL in a circle: @ with the
word “LISTED"; a control number (may be alphanumeric) assigned by UL; and the product category
name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

Page 1 of 1
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CERTIFICATE OF COMPLIANCE

Certificate Number ~ 20131017-E216365
Report Reference  E216365-20100806
Issue Date  2013-OCTOBER-17

Issued to:  DAE WON CABLE CO LTD
134-7 OCHU-RI
GODEOK-MYON
YESAN-GUN CHUNGNAM-DO 340-934 KOREA

This is to certify that  COMMUNICATIONS CABLE
representative samples of  Type CMR rated 60 or 75°C

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 444, Communications Cables
CSA C22.2 No. 214-08, Communications Cables
Additional Information:  See the UL Online Certifications Directory at
www.ul.con for iti i ion

Only those products bearing the UL Listing Mark for the US and Canada should be considered as
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US
and Canada.

The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with *C” and
“Us” identifiers: * the word “LISTED"; a control number (may be alphanumeric) assigned by UL;
and the product category name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.
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AVLV2.E331577
Appliance Wiring Material - Component

Appliance Wiring Material - Component

ee General Information for Appliance Wiring Material - Component

DAE WON CABLE CO LTD E331577
134-7 Ochu-Ri

Godeok-Myon

Yesan-Gun, Chungnam-Do 340-934 REPUBLIC OF KOREA

Table of Recognized Styles
Single-conductor, thermoplastic insulation.
1007 1061 1283 1533 1571
1015 1185 1284 1569 1589
Multiple-conductor, thermoplastic insulation.
2095 2463 2468 2569 2789 2919 2970 20276
405 2464 2547 2725 283 2969 2990
Single-conductor, thermoset insulation.

Marking: Company name, voltage rating, temperature rating, conductor size, conductor material if other than copper, and use.

Last Updated on 2014-09-18

HNIR.E464946
Power-limited Fire Alarm Cable
Page Bottom

Power-limited Fire Alarm Cable

e General Information for Power-limited Fire Alarm Cabl

DAE WON CABLE CO LTD E464946
134-7 Ochu-Ri

Godeok-Myon

Yesan-Gun, Chungnam-Do 340-934 REPUBLIC OF KOREA

Type(s) FPL, FPLR, Power Limited Fire Alarm Cable

Last Updated on 2014-05-30

Appliance Wiring Material Certified for Canada - Component

S neral Information for Appli Wiring Material Certified for Can - Component
DAE WON CABLE CO LTD E331577
134-7 Ochu-Ri

Godeok-Myon
Yesan-Gun, Chungnam-Do 340-934 REPUBLIC OF KOREA

Appliance wiring material, AWM Class I, II, or I/II Gruop A, B, or A/B.

Marking: Company name and the Recognized Component Mark for Canada, CN on the attached tag, the reel or the smallest unit
container in which the product is packaged.

Last Updated on 2014-09-18
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(0) PAEWON CABLE CO.,LTD.

AWG ©mm Cinversion Table of Wire Gauges

Gauge Diameter Cross-sectional Area Copper Wire
BWG. | AWG. | SWG | mmG | (ml) | (mm) | (CM) (sqin) (mm) Weight (kg/km)
12 104.0 2,642 10,816 008495 5.481 4873
26 1024 2,600 10,486 008246 5.309 47.29
10 101.8 2,588 10,384 008156 5.262 46.78
13 95.00 2413 9,025 007088 4.573 40.65
13 92.00 2.337 8,464 006648 4.289 38.13
1 90.74 2.305 8,234 006487 4172 37.09
23 90.55 2.300 8,199 006439 4.155 36.94
14 83.00 2108 6,889 005411 3.491 31.04
12 80.81 2,053 6,530 005129 3.308 29.42
14 80.00 2032 6,400 005027 3.243 28.83
20 78.74 2,000 6,200 004869 3.142 27.93
15 15 72.00 1.828 5,184 004072 2621 23.35
13 71.96 1.828 5,178 004067 2.625 23.33
18 70.87 1.800 5,023 003945 2.545 22.63
16 65.00 1.651 4,225 003318 2141 19.03
14 64.08 1.628 4,106 003225 2.081 18.50
16 64.00 1.626 4,006 003217 2.075 18.45
16 62.99 1.600 3,968 003116 2011 17.88
17 58.00 1.473 3,364 002642 1.705 15.16
15 57.07 1.450 3,257 002558 " 1650 14.67
17 56.00 1.422 3,136 1002463 1.689 14.13
14 55.12 1.400 3,038 1002386 1.639 13.68
16 50.82 1.291 2,583 1002029 1.309 11.64
18 49.00 1.245 2,401 001886 1217 10.82
18 48.00 1.219 2,304 001810 1.167 10.38
112 47.24 1.200 2,232 001763 1.181 10.06
17 45.26 1.150 2,048 001608 1.037 9.219
19 42.00 1.067 1,764 001385 0.8938 7.946
18 40.30 1.024 1,624 001275 0.8226 7.313
19 40.00 1.016 1,600 001257 0.8107 7.207
1.0 30.37 1.000 1,550 001217 0.7854 6.982
20 36.00 09144 1,296 001018 0.6567 5836
19 35.89 08116 1,288 001012 0.6529 5.804
090 3543 0.9000 1,286 0009857 0.6362 5,656
20 35.00 0.8890 1,225 0009621 0.6207 5618
21 21 32,00 08128 1,024 .0008042 05189 4613
20 3196 08118 1,021 .0008019 05174 4.600
0.80 31.50 0.8000 992.3 10007794 0.5027 4.469
21 28.46 0.7229 810.0 .0006362 0.4105 3.649
22 22 28.00 0.7112 784.0 0006158 0.3873 3.532
0.70 27.56 0.7000 759.6 .0005966 0.3848 3.421
065 25,59 0.8500 654.8 .0005143 0.3318 2,950
22 2535 06438 642.6 .0005047 0.3256 2.895
23 25.00 0.6350 625.0 .0004909 0.3167 2816
23 24.00 0.6098 576.0 0004524 0.2919 2.595
0.60 2362 0.6000 567.9 0004382 0.2827 2,513
23 22.57 05733 509.4 0004001 0.2581 2.295
24 24 22.00 0.5588 484.0 .0003801 0.2452 2180
0.55 21.65 0.5500 468.7 0003681 0.2376 2112
24 20.10 0.5108 404.0 0003173 0.2047 1.820
25 25 20.00 0.5080 400.0 0003142 0.2027 1.802
0.50 19.69 0.5000 381.7 .0003045 0.1983 1.745
2% 26 18.00 04572 3240 0002545 0.1642 1.460
25 17.80 0.4547 3204 0002516 0.1628 1.443
0.45 17.72 0.4500 314.0 0002466 0.1590 1414
27 16.40 0.4166 269.0 0002113 0.1363 1.212
27 16.00 0.4064 256.0 .0002011 0.1297 1.183
26 16.94 0.4049 254.1 10001996 0.1288 1.145
040 15.75 0.4000 248.1 0001949 0.1257 1.118
28 14.80 0.3759 219.0 .0001720 0.1110 0.9868
27 14.20 0.3606 201.6 0001583 0.1021 0.9077
28 14.00 0.3556 196.0 .0001539 0.09932 0.8830
0.35 13.78 0.3500 189.9 0001491 0.09621 0.8563
29 13.06 0.3454 185.0 0001453 0.09372 0.8332
29 13.00 0.3302 169.0 0001327 0.08563 0.7613
28 12.64 0.3211 159.8 0001256 0.08097 0.7198
0.32 12.60 0.3200 158.8 0001247 0.08042 0.7149
30 12.40 0.3150 163.8 0001208 0.07791 0.6926
30 o 12.00 0.3048 144.0 0001131 0.07297 0.6487
31 11.60 0.2946 134.6 0001067 0.06818 0.6061
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